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= New platforms and innovations — Sunoco's commitment and
presence in the spunbond, meltblown, and staple fiber markets
continues to expand with the newly improved CP360H.

® Outstanding support - Unmatched technical support equipped
with a state-of-the-art research and technology center including a
Reifenhauser spunbond line.

m Delivering innovative solutions that meet
customer needs -

CUSTOMER NEED INNOVATIVE SOLUTION

Enhanced Improved, next generation
productivity spunbond grade*
m Fewer drips and wraps

A variety of high melt Variable melt flow

flow homopolymer homopolymer*

options m Melt flow rate = 200 - 1800
depending on processing conditions

*See your Sunoco representative for details.

Sunoco Polypropylene for Nonwovens

MFR
g/10 min Features

Homopolymers

D040W6 (spunbond) 3.9 Excellent color

DO8OT (staple) 8.0 Good heat stability
and UV resistance

D180A2 (staple) 18.0 Excellent melt stability

D180M (staple) 18.0 Low gas fade

CP250C (spunbond) 26.0 Excellent melt stability

CP360H (spunbond) 34.0 Flex Mod = 170,000 psi
Fiber Tenacity = 2.3 g/denier
Elongation of Fiber = 117 %
Narrow MWD, low smoke/
condensate for fine denier
spunbond nonwovens

For a complete product listing go to www.sunocochemicals.com




